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Video conference camera overview

Thank you very much for using our color video conference camera. Please
read this manual in detail and use accordingly.

This manual introduce the function of video camera, opening and operation
principle in detail.

This color video camera is high—-quality and flexibility with a remote
pan355° /tilt 120° operation and image flip, and a DSP dealing integration
module input. Support VISCA and PELCO P/D protocol.

Allowing install on the ceiling /desk and a accurate remote control of
RS232/485.

Safety requirement

In order to avoid camera and other connecting equipment damaged and lead
to potential danger,
oplease follow the rules as below:

©0Only professional technician can install and maintenance;
Prohibit setting on the places which raining or dampness, using unit under
stated temperature, humidity and power;

©Using accessories from original factory or allowed;

o 0Once exchange product or repair happen please use universal meter test
before using;

©Please use soft and dry rag for cleaning, no strongly corrosive cleanser
for avoiding mangled for outside of camera or lens;

o Take care using and no squeeze crust avoiding camera broken;
©Bracket must be endures 3 times weight of camera at least.

©1080p full HD PTZ camera
¢Pan 355° , Tilt 120°

o¢With the latest developed digital signal processor (DSP) improve the
image quality of digital zoom

¢Multi function IR remote controller can control PTZ, Lens and other
function conveniently.

¢Using PC to control camera with Sony VISCA or Pelco command

¢IR remote controller, RS422C, RS232C and other control method

©9 preset positions by remote controller, 200 preset positions by PC or
remote control unit, memory auto saved when power off

¢The maximum speed of horizontal rotation:80° /s, Tilt:60° /s
¢Providing multifunctional accurate remote control
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Packing list Remote controller (1)

o o
Please check up all devices inside while open package. ‘ : z 2

4 -] 6
Video camera 1 7163
Power adapter———--———--——————- 1 sl L
Power cable = 1 a
Rs232 cable —= 1 bl ! Lo
Remote controller———-———---—- 1 hd
HDMI wire—- — 1 e
USB-Kabel-------- === ==——————— 1 RS EAEY
Ceiling bracket——————————-—- 1 12| sulie

ss e

Video camera (1)

HDMI wire (1)

USB-Kabel(1)

RS232 cable (1)
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Parts and Introduction
y
| Front |

Lens
Sensor for the Remote Control
Power lamp

B W DN =

Standby lamp

5. RJ-45-Netzwerk-Videoausgang
6. RS-422C/485 VISCA/PELCO
7. HDMI-Videoausgang

g Line-in

9 3G-SDI HD-Videoausgang
10 IR-Auswahlschalter

11 USB-Videoausgang
12 VISCA RS-232C IN-Anschluss

13 DC IN 12Vinput

14 Lokales Loch
15 British screw holes

16 VISCA RS—422/RS-232C BOTTOM switch
(See page 9 for details)
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Remote Controller

© CAMERA SELECT: (match to IR SELECT back)

@® FOCUS: (auto or manual)

©® M-OPEN: open the menu

O BACK LIGHT

© POWER

@ STD. REV: (Press L/R DIRECTION SET, and then Press 1 or 2)

@ POSITION: (Number area; PRESET: press PRESET then press 1-9 for set up preset position)
© RESET: (Press RESET and then pressl1-9 for eliminate preset position)

© z00M Q——
SLOW T L )
SLOW W 112 (3@
FAST T 3
FAST W 3)18 ¢

@ PAN-TILT RESET 77 > A9 0

@® PAN-TILT ; HOME for return middle position " | 0 sor -4

-~

@ L/R DIRECTION SET Y o B

® IR transmit

@ CLOSE THE MENU 2 4 .

@® S-0UT:SWITCH TO 720P50 ———

@ DATA-SCREEN: Switching color mode [ — @

LR
VISCA RS-422, 1.2 34496 T .89

Pin No. Function Dﬂﬂmﬂnmﬂﬂ

| TXD IN+

2 TXD IN-

3 RXDIN+(RS485-)

4 RXD IN-(RS485+)

5 GND

6 TXD OUT+

7 TXD OUT-

YR,

9 RXD OUT- «RS-422 and RS-232 can not be used

at the same time
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Maintenance Description
o PAN-TILT
Remote Commander Operation [ ReseT

A. Pan/Tilt control PONERTO] o

1. Power on, Pan/Tilt will be in initial position. 1 2|4 —(szél_EEg‘T\
STD—— 1 2 TTSTrREV
2. Press arrow for adjust direction, when you can watch

video on screen, you can move direction by press arrow #1586
step by step or continuously for wild turning direction. AIEIIE
If you want to fix direction, please press arrow

(up or down) and arrow (left or right) at the same time. = (o

3. Press HOME for front direction.
ES
4, Press PAN-TILT RESET or turn off power and then turn on

if direction is not you want, the direction will be HOME ———4—on: »
change to initial position.

5. Press L/R DIRECTION SET and STD or REV at the same time, o ~—DRECTION
meanwhile, move right arrow, you can turn the b e }
direction to left or right.

m ATTENTION:

When you use more than one commander, please repeat operat

4 HomE D

B. Adjust Camera

cLose R/LSET

B FOCUS
¢ Press AUTO for focus auto

FAR —777 =

SLOW T|  FAST T

Z00M

NEAR ——H-= seas |[lstow w | rast w
¢ Press MANUAL and then adjust far or near by BACK _ BACK | |micure| | BRIGHT
switch FAR OR NEAR LIGHT

AUTO—- ;2‘ F3 .

AUTO  MANGAL  DWIA
| SCREN
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A

4 rove B

WEIT
FOKUS
NAHE
FOKUS

m ATTENTION:

In the condition of far focus, it is natural for the image twitter
slowly when operate pan/tilt.

A
= ZOOM 4 o P
Adjust T and W for zoom far or near v

cLose R/LSET

OBJEKT
NAHE

OBJEKT
WEIT

LANGSAM  SCHNELL

ZOOMEN  ZOOMEN

® (One Remote controller for operating few cameras

1.Maximum 3 cameras can be controlled by a rem

controller through back switch 1, 2, 3. rowen e
1 I
2.Press CAMERA SELECT 1 or 2 or 3, you can cont o M%
each of matching 1,2, 3 camera, 1 or 2 or 3 1 2 g J|} 1 CAERA SETTRG
button willbe lighted.
1 2 3
4 b 6

FAR SLOW T  FAST T

NEAR || slow w  FAST W

m Use back light compensation rociis zo0m
Das Objekt wird hell BACK | |gpiGuT. BRIGHT
If there is lighting on the back of focusing ob sen il
the object will be looks black. So you can pres - - Y .
BACK LIGHT for avoiding this happening, and tu: e

CREEN

button for close.






